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Corona Tourpro

Vintage/Retro Style LED Luminaire combines elegant
back light with layers of colour and effects all in one.
Complete with 468 x 0.8W RGBWA LEDs and multiple
segment control. The Corona achieves endless creativity
and big impact on every scale. The vintage style LED
Luminaire is both elegant & innovative, classical &
modern, making it a unique fixture.

Physical

Size of Unit 494 x 462 x 265mm
Item Weight 8kg

Quantity in Case 2

Size of Unit Cased 770 x 600 x 740mm
Cased Weight 61kg

Electrical

Rated Power 400w 1.6amp

Input Power 100-240v AC 50/60Hz
Power Connection PowerCON

Mounting Options

Hanging Type Omega clamp

Freestanding Yes

Expo LX No

Optical

Light Source 336 RGB. 87 warm white, 45 warm white + amber led
chip 0.8w CREE

Beam Angle 120°

Colour Temperature 6400k

CRI 56

Light Output 2m 523

Light Output 4m 182

Light Output 6m 97
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Control

Control Method DMX

DMX Mode 2,7,16, 51, 55, 64 channel
DMX Connection Types 3pin / 5pin DMX

Environmental

IP Rating 20
Cooling Fan
Max Operating Temperature 40°

Suitability

» Backdrops on stage for eye candy look
+ Camera looks
 Light with ring control

Information Links

Manufacturer Link User Manual

Data Sheet Specification Sheet

Data Sheet Photometry Report



https://www.showtools.com.au/wp-content/uploads/2020/05/TourPro-Corona-User-Manual-0918.pdf
https://www.showtools.com.au/wp-content/uploads/2020/05/01.-TourPro-Corona-Cut-Sheet.pdf
http://qr.harrythehirer.com.au/Productions/Lighting%20&%20Rigging/Light%20&%20Power/1.%20LED%20Lights/Corona%20Retro/photometry.pdf
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Report of Photometry & Chromaticity for Light Source

Product Description

Product Mame Corana Retro light
Sample Mumber
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Spectral Distribution C78.377-2008




